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 Sample Specification for Download: 

Blazeframe Sample Specification 

Manufacturer: Blazeframe Industries, 8805 148th Ave NE, Redmond, WA 98052 

Ph: (425) 869-2811, Fax: (425) 869-2300, www.blazeframe.com 
?. Deflection Track: Steel sheet top runner manufactured to prevent cracking of finishes applied to interior partition framing resulting from deflection of structure above; in thickness not less than indicated for studs and in width to accommodate depth of studs. 

1.  Product: Subject to compliance with the requirements, provide “Blazeframe Bare Slotted Track (BST)” manufactured by Blazeframe Industries, Redmond, WA, 425-869-2811 

?. Deflection and Firestop Track: Ceiling runner designed to allow head-of-walls 

to compress or extend with movement of structure above while maintaining the 

fire-rating of the wall assembly by a factory applied cured intumescent fire stop material affixed to steel profile. Comply with requirements of ASTM C 645, of thickness indicated for studs and of width to accommodate depth of studs indicated.  The fire-rated assembly shall be capable of ?___ inches of unencumbered movement as required and indicated on the drawings. The assemblies shall have been tested and listed in accordance with UL 2079, ASTM E 1966, ASTM E-814, and ULC S115-M95.  
1. Product: Subject to compliance with the requirements, provide “Blazeframe” manufactured by Blazeframe Industries, Redmond, WA, 425-869-2811

